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1 Introduction

The Leica RTC360 Data Manager is a standalone application that allows the user to download
RTC360 jobs directly from RTC360 laser scanner to the computer disk. Download can be
completed using a data transfer cable or a WLAN connection.

2 Installation

Unzip the RTC360DataManager_vxxxx.x.x.zip and run the
RTC360DataManagerinstaller_vxox.x.x.exe to install the RTC360 Data Manager on your computer.
The setup wizard will guide you through the installation of the program.

Setup - RTC360 Data Manager

Setup - RTC360 Data Manager )
Welcome to the RTC360 Data Manager Setup Wizard.

nstallation Folder

que
Figure 1: RTC360 Data Manager setup wizard.

3 Using RTC360 Data Manager

To start the RTC360 Data Manager, double click the shortcut on the desktop or run the RTC360
Data Manager from the Windows Start menu.

B RTC360 Data Manage 2021.0.0 — O #
Devices:
Discover
Status: Disconnected Discover & Connect Device

Name Size [MB] Setups Created

Figure 2: RTC360 Data Manager.
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RTC360 Data Manager tool can connect to RTC360 laser scanner using data transfer cable
(GEV228) or WLAN.

3.1 CaBLE CONNECTION

Power on the RTC360 and make sure the scanner is connected via data transfer cable (GEV228)
to:

= direct network plug on your computer

= the LAN to which your computer is connected

The direct connection may take some seconds to be established and your computer will indicate
a local area connection with limited connectivity.

3.2 WLAN CONNECTION

Power on the RTC360 and make sure that WLAN is enabled in scanner's setting. On your com-
puter, search for available WLAN networks and connect to the RTC360-298xxx WLAN network
by entering the RTC360 WLAN password. WLAN password can be found in the System Info page
on RTC360 in the Settings menu.

RTC360-2980059
No Internet, secured

Properties

Disconnect

Figure 3: Windows Action center - Network.
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When the RTC360 laser scanner is connected to the computer either via data transfer cable or
WLAN, press Discover & Connect Device or Discover button.

RTC360 Dats Manager  v2021.0.0 - m] X
Devices:

Discover

Status: Disconnected Dis onnect Device

Name i Setups Created

Figure 4: Establishing a connection.

Discover & Connect Device button discovers all scanners connected to the computer and auto-
matically establishes a connection if only one scanner is discovered. If more then one scanner is
found, all scanners are listed on the Devices list.

Discover button discovers all scanners connected to the computer and lists them on the Devices
list. When desired scanner is selected on the Devices list press Connect button to establish the
connection.

RTC360 Data Manager  v2021.0.0 - u] X
Devices: 2 4 Connect

& Connect Device

Size [MB] Setups Created

RTC360-2980059

Figure 5: List of devices and Connect button.
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When connection is established, it is indicated in the Status line and all the jobs on the scanner
are listed in the main table.

= Connect

Status: Connected to R 0059 onnect Device

Name Setups Created

100 years innovation Heerbrugg

Kornhal

The Circle - Zurich - Auditorium 52349

Job 002

Select All

Figure 6: List of jobs.

Jobs can be sorted by Name, Size, number of Setups or by Creation date.

Jobs can be selected or deselected by marking or unmarking the check boxes in the first column.
All Jobs can be selected or deselected by pressing Select All or Deselect All button.

RTC360 Data Manager  v2021.0.0 — m] X
Devices: RTC360-2980059 Connect

cover

Connected to R

Name Size [MB] Setups
100 years innovation Heerbrugg 0159 32
Kornhaus Rorschach 9948 17
12
The Circle - Zurich - Auditorium 11

Job 002 6067 4

Select All Deselect All Download Delete Close

Figure 7: Job selection and functions.

To delete selected jobs from the USB stick attached to the scanner, press Delete button. Confir-
mation message appears.
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Warning

2 Are you sure you want to delete the selected data from the USB Stick?

Mo

Figure 8: Confirmation message for deleting jobs from the USB Stick.

To download selected jobs, press Download button.
Define the destination folder and press Select Folder.

Folder to contain RTC360 data

« v ] » ThisPC » Documents » RTC360 Projects » 2021-10-06 ~ [<] O Search 2021-10-06
Organize + New folder

= @
VIS Deme Tool () Name Status Date modified L
g Creative Cloud Files

Mo items match your search.
@ OneDrive - Hexagon

& This PC
"M 3D Objects
[ Desktop
%] Documents
J Downloads
J Music

=] Pictures

>
Folder: | 2021-10-06

Select Folder Cancel

Figure 9: Selecting destination folder.

If the selected job/-s already exist/-s in the destination folder, the warning message is shown.

Warning

Folder ciated to job 100 years innoy
innovation Heerbrugg-Rhjf) already e
Do you want to overwrite the content?

Do the same for all other jobs

Cancel

Figure 10: Warning message for existing job in the destination folder.

Press OK button to overwrite the existing jobs in the destination folder with the selected jobs
from the USB Stick.

@ Before overwriting the job in the destination folder, make sure that job version on the USB
Stick is newer.

Press Cancel button to abort the download process.
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When download process starts download, progress window appears. Download process can be
canceled by pressing Cancel button.

RTC360 Data Manager Download Progress

Downloading...

YO

Py ]

Figure 11: Download progress window.

= If already started downloading process is canceled, all jobs from this download process are
deleted from the destination folder.

Successful download is indicated with the confirmation message.

Success x

Figure 12: Confirmation message for a successful download.

Downloaded jobs can be found in the destination folder.
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Figure 13: Destination folder after download.
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